Quick Reference

LED [} Battery Status

at least 4 hours

3 to 4 hours

2 to 3 hours

1 to 2 hours

1 E 0 to 1 hours

SOKKIN Redian:- 1S



Quick Reference

Satellite Tracking

10 to 12

SOKKIN Radian:- 1S



Quick Reference
LED () Available Memory

80% to 100%

60% to 80%

40% to 60%

20% to 40%

1 E 0% to 20%

SOKKIA Redian:- 1S



Quick Reference
Occupation Time

30 km or less

20 km or less

15 km or less

10 km or less

5 km or less

SOKKIN Redhian:- 1S
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Time Line (Seconds)

— 25

— 20

— 15

— 10

Release during
- this period to
erase memory

Release during
- this period to
factory reset

Power off

Power on




Radian IS Ports

(”) com2 com1 PWR
Radlo/Modem SDR External power
connection connection input, if needed
RTK Setup
Base

Cable connections - connect radio, radio
antenna, power and Radian IS, mount

on tripod

Power on - press the power button (Radian
IS will automatically record data at a 10 second
interval with a default file name, average base
position, fix base position and broadcast the
RTK correction once per second).

Rover

Cable connections - connect radio, radio
antenna, SDR and Radian IS, mount on pole.
Power on - Press the power button.



RTK Operation (SDR)

Power on - press the power button on
the SDR

Create job - choose ‘Yes’ for ‘Select XFM’
when working on predefined coordinate
system or choose ‘No’ if you plan to calibrate.
Job settings - check/edit parameter settings
under ‘Units” and ‘Configure Reading’.
Select program - choose Topography, Set
Out or Roading program based on

your application.

Input GSTN - enter base station coordinates
and antenna height when prompted.

Take Reading - select the read key to take
the measurement.






