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FIRMWARE PROGRAMMING 

INSTRUCTION SHEET

1.  Open RightArm ICON on the desktop.

2.  Connect the TOP PORT of Axis3 receiver (PC icon) to the serial port of your computer using a null modem cable or null modem adapter.  (This is the female port on Axis3).

(NOTE:  DO NOT apply power to the receiver at this time.)
3.  Select CONNECT ICON 
[image: image2.png]


 from the Tool Bar on the top of the screen. 

4.  Select the appropriate COM port for your computer.

5.  Select 19200 as the BAUD rate (default).  19200 must be used to program firmware to Axis3.

6.
Select the OK button.

7.
Select PROGRAM ICON 
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 from the Tool Bar on the top of the screen. 

16.  Select Application for “Program Type”

17.  Place a check mark in the box next to ACTIVATE LOADER.

19.  Press <Select File>.

20.  Choose the GPSARCHWAAS.BIN file when programming a receiver for the WAAS network.

21.  Power the receiver ON.  
23.  Click on <ERASE AND PROGRAM>.
-The STATUS WINDOW will display a progress bar.

-When the unit is done programming the status window will display “ PROGRAM DONE”.

17.  Click on <Unload File> and turn the receiver OFF.

18.  Select Application 2 for “Program Type”

17.  Place a check mark in the box next to ACTIVATE LOADER.

19.  Press <Select File>.

20.  Choose the GPSARCHOMNI.BIN file when programming a receiver for the OMNISTAR network.

21.  Power the receiver ON.  
23.  Click on <ERASE AND PROGRAM>.

-The STATUS WINDOW will display a progress bar.

-When the unit is done programming the status window will display “ PROGRAM DONE”.

24. Power your receiver OFF.

25. Your receiver is now ready to switch between Beacon, Omnistar and WAAS correction types when powered back on.
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